IN THE SPECIFICATION: 

(PAGE 6, LINES 1-31; PAGE 7, LINES 1-2) 

As best illustrated in Figures 1 through 4, the illuminated chest 
protection device 10 generally comprises a chest protector assembly 
including a front upper torso plate member 11, a back upper torso plate 
member 14, shoulder oupportod - protection members 19,21 being 
conventionally attached to the front upper torso plate 11, and connectors 
23,24 interconnecting the shoulder support e d protection members 19,21 
to the back upper torso plate member 14. The chest protector assembly 
also includes strap members 25,26 conventionally interconnecting the 
front and back upper torso plate members 11,14. The front upper torso 
plate member 11 is adapted to cover a user's upper torso from a user's 
waist up to a user's neck, and has contoured longitudinal side edges 
12,13 which bow inwardly of the front upper torso plate member 11. The 
back upper torso plate member 14 is adapted to cover a user's upper torso 
from a user's waist up to a user's neck, and has contoured longitudinal 
side edges 15,16 which bow inwardly of the back upper torso plate 
member 14, and also has openings being 17,18 being disposed in upper 
corners thereof. Each of the shoulder support e d protection members 
19,21 is a longitudinally-curved plate and has an aperture 20,22 being 
disposed therethrough near a back edge thereof. The connectors 23,24 
are flexible bands being endl e ssly disposed through the openings 17,18 of 
the back upper torso plate member 14 and the apertures 20,22 of the 
shoulder support e d protection members 19,21. Each of the strap members 
25,26 has ends which are securely and conventionally attached and sewn 
to respective longitudinal side edges 12,13, 15,16 of the front and back 
upper torso plate members 11,14. 
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(PAGE 12, LINES 4-14) 

An illumina - ted chest proteotion dovic e for making motor oroos 
ridoro, in particular, moro vioiblo especially at night . The illuminated 
chest protection device includes a chest protector assembly including a 
front upper torso plate member, a back upper torso plate member, 
shoulder oupportod protection members being attached to the front upper 
torso plate, and connectors interconnecting the shoulder support e d 
protection members to the back upper torso plate member; and also 
includes light-emitting elements being disposed in the front and back 
upper torso plate members; and further includes a light control unit being 
attached to the chest protector assembly and being connected to the light- 
emitting elements. 
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